Warehouse technology MMove
With MMove, fast and safe around your warehouse

MS acer
Approx. 10 % space savings in your high-bay warehouse
The new MSpacer technology reduces the space requirement by approx.
10% compared to a conventional high-bay warehouse with double-deep

Load per fork:

storage. This is now possible with a new innovative telescopic fork which

1st position: 1,000 kg

The innovative MMove is the new universal transport platform for pal-

has been developed jointly with leading German research institutes. With

2nd position: 600 kg

Height: 150 mm

lets and cages, etc. up to a weight of 1,200 kg. With reduced acceleration

MSpacer, you can store the pallets in the back row on the same level as

Telescope speed

Load per shuttle: 1,200 kg

and speed, this increases to 1,500 kg. Thanks to its unique concept, the

those in the front row. This means that the additional blocks normally

single-deep

Speed:

MMove can be used in a variety of applications:

required at the back are no longer necessary. This reduces your costs and

without load: 80 m / min

ensures more efficient use of your storage space.

with load: 50 m / min

without load: up to 3 m/s

Acceleration/braking:

with load: up to 2 m/s

With storage and retrieval machines for storage at multiple depths

Acceleration / braking:

With distribution vehicles for distribution and intermediate storage

Cost savings through storage volume reduction

without load: 1,6 m/s²

without load: up to 3 m/s2

As a single transport system from A to B

(roof, wall, floor panel • steel racking • energy costs)

with load: 0.8 m/s²

with load: up to 2 m/s

Multiple MMove in a single aisle

Performance increase through shorter distances

Telescope speed

Lift time: < 1 second

The MMove can independently switch from

More storage spaces with the same warehouse volume

double-deep

Range when fully loaded:

one aisle to another
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without load: 80 m / min

< 350 metres

with load: 50 m / min
The energy supply is provided by powerful energy storage devices (Powercaps) which enable up to 350-metre trips when fully loaded. The brak1

Area of application

secure communication modules, the MMove communicates with its envi-

pallets, cage boxes, etc.

ronment and provides information on current orders and statuses.

inside and outside a

The MMove transports your products quickly and safely. It grows to

warehouse

match your tasks - within the automatic warehouse or beyond.
		

1

Energy-efficient

with all Kardex Mlog storage

with more than 8 times the normal battery life

Efficient modules

high-performance energy storage

"ZigBee"-communicator
Innovative and secure communication module

Automatic energy-saving

≤ 10-second charging time with the 400 volt energy

mode

charging module

"ZigBee" data communication
- outside the WLAN network

Maintenance-free

- no disruption to IT

DC drives

Binary interface

without load: 1.6 m/s²
with load: 0.8 m/s²

4
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Powercaps with 8 times the normal battery life.

The MMove is compatible
and retrieval machines

With MSpacer

ing process is used intelligently for energy feedback. Via innovative and

Automatic movement of

Compatible

Acceleration/braking:
Without MSpacer

3
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≤ 100 mm height gain
with the MSpacer
on each level

Your advantage

2
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Low costs
Greater performance
Better use of space

1

1

Compatible
The MSpacer is compatible
with all Kardex Mlog storage

2nd position

1st position

1st position

2nd position

and retrieval machines

Ethernet interface

Film: MMove - fast
and safe around your
warehouse.
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Film: MSpacer - Reducing
unused storage space.
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